


 

EP2 (Extra Power 2) Series 
Unheated 

Model Lengths 96” – 144”  
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EP2
Series: Extra Power 2

144 3 U H TS

LENGTH OF UNIT

# OF MOTORS

U = UNHEATED

VOLTAGE CODE

COLOR

EXAMPLE

EP2 (Extra Power)
Series 2

Model Number
Nozzle Length

(in)
Length

(in)
Depth

(in)
Height

(in)
Motor
(hp)

Weight
(lbs)

Max Velocity
(fpm)

Max Volume
(cfm)

EP296-2U*-TS 96 96 16.0 14 Two 3 280 4800 9600
EP2108-2U*-TS 108 108 16.0 14 Two 3 295 4200 9600
EP2120-2U*-TS 120 120 16.0 14 Two 3 305 3840 9600
EP2120-3U*-TS 120 120 16.0 14 Three 3 390 5760 14400
EP2144-3U*-TS 144 144 16.0 14 Three 3 420 4800 14400

Mechanical Data Lab Data

* - Use corresponding letters in "Electrical Data" columns to complete 
the model numbers

Note: Data above for 3450 RPM at 60 Hz, 50 Hz is 2850 RPM with a 17% 
reduction in the performance data.

208/230v
(G)

460v
(H)

575v
(I)

EP296-2U*-TS 16.6/15.2 7.6 6.0
EP2108-2U*-TS 16.6/15.2 7.6 6.0
EP2120-2U*-TS 16.6/15.2 7.6 6.0
EP2120-3U*-TS 24.9/22.8 11.4 9.0
EP2144-3U*-TS 24.9/22.8 11.4 9.0

Note: For Ampacity Multiply FLA X 1.25

* - Use corresponding letters in"Electrical Data" columns to complete 
the model numbers.

Unit Voltage 
(Voltage Code)Electrical Data 

(FLA)

Unheated Data Sheet 

Applications: Environmental Separation (up to 16’) and Insect Control (up to 14’) 

 Features:  
 3 HP Continuous Duty TEAO Motors 
 Sleek self‐contained one piece heavy gauge corrosion proof paint lock metal design  
 ETL Certified to conform to UL 507 (US) and CSA 22.2 (Canada) Standards 
 (4) 7/16” top and wall mounting holes provided, (2) on each end 
 Cabinet has sufficient strength for fastening to wall on both ends without intermediate 

support   
 Adjustable air directional vanes with 40° sweep front to back 
 Standard color is Titanium Silver 
 Rust preventative electrostatic polyurethane powder coating 
 5 year parts warranty 
 Freight Included (FOB Continental USA) 
 Proudly Made in the USA 

 
Options and Accessories: (see Accessories Brochure) 
 Motor Control Panels 
 Wall and Overhead Bracket 
 Washdown units and accessories (NEMA 4 & 4x) 
 Explosion Resistant units and accessories (Class I, Div. I, Group D) 
 Custom colors and finishes (304SS, 316SS) 
   

 Sound Levels: (measured at 10’ in an open field) 

1 Motor Unit = 76 dBA, 2 Motor Unit = 79 dBA, 3 Motor Unit = 81 dBA 


